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MINIKIT

STARLINK

What's In The Box

Starlink with Integrated WiFi

7

.

DC Power Cable

15m
(49.2 ft)

Package Weight:

Package Dimensions:
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Kickstand

Power Supply

2.89 kg (6.37 Ibs)

430x334x79mm (16.92x13.14x 3.11in)
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Pipe Adapter and Flat Mount

=

Starlink Plug
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MINI STARLINK
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298.5 mm
(11.75in)
\S =, ::
259 mm 38.5mm
(10.2in) (1.45in)
Antenna Electronic Phased Array oe
Field of View )
Field of View 110 !
Orientation Software Assisted Manual Orienting R }
Weight 1.10 kg (2.43 Ib) —
1.16 kg (2.56 Ib) with Kickstand
1.53 kg (3.37 Ib) with Kickstand & 15 m Cable
Environmental Rating IP67 Type 4 with DC Power Cable and Starlink Plug/Cable installed
Operating Temperature -30°C to 50°C (-22°F to 122°F)
Wind Speed Operational: 96 kph+ (60 mph+)
Snow Melt Capability Up to 25mm / hour (1 in / hour)
Power Consumption Average: 25-40W
Input Rating 12-48V 60W
USB PD Requirement 100W, 20V/5A Minimum (with Starlink USB-C to Barrel Jack Cable Accessory)
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MINI

STARLINK
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Wi-Fi Technology
Generation

Radio

Ethernet Ports
Coverage

Security

Power Indicator
Mesh Compatibility

Devices
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Reset Button

802.11a/b/g/n/ac

WiFi 5

Dual Band 3 x 3 MU-MIMO
One (1) Latching Ethernet LAN port with Starlink Plug

Up to 112 m? (1,200 ft?)

WPA2

LED | rear face plate, lower left corner

Compatible with all Starlink mesh systems *“Not compatible with 3rd party mesh systems

Connect up to 128 devices
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POWER SUPPLY STARLINK
—©)
91 mm
(3.6in)
44 mm 51 mm
(1.7in) (2.0in)
Product Dimensions 91 x44x51mm(3.6inx 1.7inx2.0in)
Weight 0.2 kg (0.44 Ibs)
Environmental Rating IP66 Type 4
Operating Temperature -30°Cto 50°C (-22 to 122°F)
Power Specifications 100-240V ~ 1.6A 50 - 60 Hz
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KICKSTAND STARLINK

188 OU]

61 mm
(24in)

132 mm 25 mm
(5.2in) (1.98n)
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STARLINK CABLE STARLINK
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ETHERNET PORT STARLINK

*Mini Starlink Cable not included. Available on shop.starlink.com.
This product is no longer rated IP67 with a standard RJ45 cable.

PIPE ADAPTER AND FLAT MOUNT

41.9 mm
(1.65in)

u 66.1 mm

9@@\ o

58.1 mm
(2.291in)

103.5 mm 172.7 mm 83.9 mm
(4.07 in) (6.8in) (3.3in)
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STARLINK KENYA

Fast, Reliable Internet
for Remote Regions

Who Needs Starlink? Farms & Rural Homes, Hotels & Lodges, Construction Sites,
Schools & Institutions, Offices & Businesses, Travelers, Campers & Remote Regions.

(@ Starlink Standard Kit (@ Starlink Mini Kit
o Supports up to 235 devices oSupports up to 128 devices
o Covers up to 297m? area oCovers up to 112m? area
o Speeds of 300+ Mbps o Speeds of 200+ Mbps
(Best for homes, schools, hotels & businesses) (Portable - ideal for farms, travelers & small setups)

Residential Plan
Residential Lite - Kes 4,000 (Limited Data)
Residential - Kes 6,500 (Unlimited Data)

Roamming Plan
Roam (Regional) - Kes 7,500 (Unlimited in Region)
Roam (Global) - Kes 19,000 (Unlimited Worldwide)

Communication
Satellite Process @) satellite Processing

The communication satellite receives the
signal and processes it, amplifying and

AT e e retransmitting it back to Earth.

The Earth base station sends a signal to the

communication satellite using a k&&\
ground-based antenna. K&

9 Down-link Transmission
The satellite sends the processed signal back

to Earth using its own onboard antenna.
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